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Meets Class B: Canadian
ICES & FCC Part 15
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For product instructions, see brochure
Input Power: 115 V (ac) ±10% 60 Hz, 12 A
All Loads Using Input Power: 11.5 A
Relay Ratings: 115 V (ac) 5 A
Relay Power: 115 V (ac) ±10% 60 Hz, 10 A
Demands: 20 to 260 V (ac) 2 VA

Supply wires 90°C/105°C
See manual
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Limited power available, see wiring brochure
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Notes

Total
Relay 

Powered 
Pump 
Amps

115 V (ac)Combined
Total 
Amps

Max. 11.5 A

Control Name / Location Connected to Module

(Max. 5 A)

Line 
Voltage 

Input
115 V (ac)

Room Occ 12 On Off
11 On Off

Room 
UnOcc

10 On Off
9 On Off
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r Boil Bus 0 8 On Off
7 On Off

tN4 Bus 1 6 On Off
5 On Off

tN4 Bus 2 4 On Off
3 On Off

tN4 Bus 3 2 On Off
1 On Off

Switch Settings
(circle / fi ll-in the correct setting)

If using same 
power as 

terminals 25-26 
then add to 

the left

Line 
Voltage 
Input

115 V (ac)
use separate 

breaker if 
required

If using 
separate

power then
add to

the right

(Max. 5 A) (Max. 5 A)

Max.
10 Amps 
on separate 

breaker

Total demand + Left Side 
Module VA

Max. 24 VA 24 V (ac)

VA from left 
side module
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